
Iƻǿ ǘƻ ƭŀǎŜǊ Ŏǳǘ ŀƴ !ǳǘƻ/ŀŘ ŦƛƭŜ ƻƴ ǘƘŜ нпέȄмуέ ƭŀǎŜǊ ŎǳǘǘŜǊΥ 

Open your file in AutoCad 

For Model Space:  

Step 1: /ǊŜŀǘŜ ŀ ōƻȄ ǿƛǘƘƛƴ aƻŘŜƭ {ǇŀŎŜ ŜǉǳƛǾŀƭŜƴǘ ǘƻ нпέȄнпέΦ LŦ ȅƻǳǊ ƭƛƴŜǎ ŀǊŜ ŀƭƭ ŀǘ ŀ мΥм ǎŎŀƭŜ ǘƘŜƴ 

you will need to calculate how large the square box needs to be in order to create the appropriate box 

size.  For example: if the image you would like to cut ƛǎ ƻƴƭȅ млέȄуέ ǘƘŜƴ ȅƻǳ Ŏŀƴ Ƨǳǎǘ ŎǊŜŀǘŜ ŀ нпέȄнпέ ƛƴ 

model space since ǘƘŜ ƛƳŀƎŜ ǿƛƭƭ Ŧƛǘ ǿƛǘƘƛƴ ǘƘƻǎŜ ǇŀǊŀƳŜǘŜǊǎΦ LŦ ȅƻǳǊ ƛƳŀƎŜ ƛǎ олΩȄрлΩ ǘƘŜƴ ƛǘ ǿƛƭƭ 

ƻōǾƛƻǳǎƭȅ ƴƻǘ Ŧƛǘ ǿƛǘƘƛƴ ŀ нпέȄнпέ ōƻȄΦ ¸ƻǳ ǿƛƭƭ ƘŀǾŜ ǘƻ ŎǊŜŀǘŜ ŀ ōƻȄ ǘƘŀǘ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ ǘƘŜ ǎŎŀƭŜ ȅou 

need to cut at and this can be found by calculating correct dimensions of the box.  

 

Step 2: ²ƛǘƘƛƴ ǘƘŜ ǎǉǳŀǊŜ ōƻȄΣ ŘǊŀǿ ŀƴƻǘƘŜǊ ōƻȄ ǘƘŀǘ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ ŀ нпέȄмуέ ōƻȄ ƛƴ ǘƘŜ ǳǇǇŜǊ ƭŜŦǘ 

hand corner:  



 

Step 3: Arrange the parts as needed within the boȄ ǘƘŀǘ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ ŀ нпέȄмуέ ōƻȄΥ 

  

Step 4:  hƴŎŜ ŜǾŜǊȅǘƘƛƴƎ ƛǎ ǿƘŜǊŜ ȅƻǳ ǿƻǳƭŘ ƭƛƪŜ ǘƘŜ ƭŀǎŜǊ ŎǳǘǘŜǊ ǘƻ Ŏǳǘ ǿƛǘƘƛƴ ǘƘŜ нпέȄмуέ ŀǊŜŀΣ ǇǊƛƴǘ 

the file, in the print menu, select the printer V-460: 



 

Step 5: Select the option: Use the default paper size User-Defined Landscape/Portrait 

 

Step 6: Go to the printer properties then custom properties as you would normally do to establish your 

cut settings, set your settings as appropriate to the material: 



 

Step 7: Click on the Engraving field tab at the top: 

 

Step 8: 9ƴǎǳǊŜ ǘƘŀǘ ǘƘŜ 9ƴƎǊŀǾƛƴƎ ŦƛŜƭŘ ƛǎ ǎŜǘ ǘƻ ŀ нпέȄнпέ ŦƛŜƭŘΣ ƛŦ ƴƻǘ ŎƘŀƴƎŜ ǘƘŜ ǎŜǘǘƛƴƎǎ ǎƻ ǘƘŜȅ ŀǊŜ 

нпέȄнпέ ŀƴŘ tw9{{ hYΥ 



 

 Step 9: In the print options under Plot Area select the window tool: 



  

Step 10: Draw a window around the box you ŎǊŜŀǘŜŘ ǘƘŀǘ ƛǎ ŜǉǳƛǾŀƭŜƴǘ ǘƻ ǘƘŜ нпέȄнпέ ōƻȄΥ 

Step 11: Ensure that the Drawing orientation is set to Portrait: 



  

Step 12: Press Ok to print once all the setting are set correctly. Remember to adjust the laser settings 

appropriate to the type of material you are cutting. Remember to focus the laser before you start 

cutting and do a test run before actually cutting. Ask a Lab Assistant if you need any help! 

For Paper Space: 

Step 1: Click on a Layout tab at the bottom of the screen: 

 

Step 2: Change your layout settings. Click on the AutoCad icon > Print > Page Setup 



 

Step 3: Choose the layout you are currently using and click Modify  



 

Step 4: Select the printer V-460 from the printer drop down menu: 



 

 

Step 5: The following pop-up menu will appear select the option to use the Default Paper size 

Landscape/Portrait:  



 

Step 6: Change the drawing orientation to Portrait 

Step 7: Go to the printer properties then custom properties as you would normally do to establish your 

cut settings, set your settings as appropriate to the material: 

 



Step 8: Click on the Engraving field tab at the top: 

 

Step 9: Ensure that the Engraving fielŘ ƛǎ ǎŜǘ ǘƻ ŀ нпέȄнпέ ŦƛŜƭŘΣ ƛŦ ƴƻǘ ŎƘŀƴƎŜ ǘƘŜ ǎŜǘǘƛƴƎǎ ǎƻ ǘƘŜȅ ŀǊŜ 

нпέȄнпέ ŀƴŘ tw9{{ hYΥ 

 

 



 

Step 10: Press OK to apply the page settings to your layout 

Step 11: Your page should then look something like this: 


